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8901 & 8902 SERIES STANDALONE CODELOCKS

STANDALONE DIGITAL CODELOCKS

Standalone self-
contained Vandal 

Resistant codelocks 
with blue backlit 
keypad buttons.

The 8901 and 8902 series codelocks are self-contained vandal 
resistant digital keypads with blue backlit keypad buttons to highlight 
the codelock in dark environments. The keypads are robust and very 
reliable and are available as flush or surface (with rainshield) units 
with a matt 316 grade brushed stainless steel finish.

The 8901 keypad includes 3 relay outputs and 2 switched 0V push 
to exit inputs (for relays 1 and 2 only), whereas the 8902 keypad 
includes 2 relay outputs each with a push to exit input. The keypads 
also feature adjustable back EMF protection on each relay.

Depending on the version of the codelock, the number of access 
codes that can be programmed range from 3 codes for the 8901 
series (1 code per relay) and 1000 codes for the 8902 series where 
each code can activate either of the relays or both.

The codes can be 4-8 digits in length and the relay outputs can 
be programmed from 1-99 seconds for the 8901 series or 1-255 
seconds for the 8902 series or if required they can both be set to 0 
for latching mode.
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Surface and flush 
options available.



Northern Office

Unit 4-7 Chillingham Ind. Estate,

Chapman Street,

Newcastle Upon Tyne, NE6 2XX

T 0370 300 1240 • F 0191 224 1559

Southern Office

1 Osprey, Trinity Park,

Trinity Way, London,

E4 8TD

T 0370 300 1240 • F 020 8523 5825

sales@videxuk.com • www.videxuk.com

DS8901-8901CL_ENUK_V1-0

103mm 108mm 60mm

16
0m

m

48mm

14
6m

m

16
5m

m

8901/F
8902/F

8901/S
8902/S

Key Features Include:

• Surface or flush options available.

• Vandal Resistant matt 316 grade stainless 
steel finish.

• Easy to follow programming menus.

• Visual and acoustic signalling during 
operation and programming.

• Blue backlit keypad buttons with 
adjustable brightness control.

• Programmable timed relay outputs or 
latching option.

Model System Description

8901/F

N/A

Flush, 3 code, 3 relay codelock with blue backlit keypad buttons

8901/S Surface, 3 code, 3 relay codelock with blue backlit keypad buttons

8902/F Flush, 1000 code, 2 relay codelock with blue backlit keypad buttons

8902/S Surface, 1000 code, 2 relay codelock with blue backlit keypad buttons

Technical Specification:

• Input Voltage: 12-24Vac/dc.

• Operating Current: up to 70mA (max.).

• Relay Contacts: 24Vac/dc at 3A.

• Working Temperature: -10˚C to +50˚C.

• 3 code/3 relays (8901) or 1000 codes/2 
relays (8902) codelock options.

• Programming codes between 4-8 digits  in 
length.


